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Vaccum levels:
0-1000 mbar/hPa – 0-760 mmHg
0-250 mbar/hPa – 0-200 mmHg

Manual adjustment of the vacuum gauge from -45° to 
+45° for a better visibility. Vacuum gauge protected by a 
plastic housing.
Anodized aluminium body ensuring a great robustness.
Silencer: high performances
Supplied as a standard with a 100 ml safety jar equip-
ped with a mechanical anti-overflow safety valve and a 
single-use antibacterial plastic filter up-front. Made of 
polycarbonate, autoclavable up to 134°C and unbreakable, 
this safety jar does not require any sterilization except in case 
of accidental liquids’ overflow or perforated filter. Money and 
time savings are guaranteed!

Standards: AFNOR (French standard) – BS (British standard) – 
DIN (German standard) – NORDIC (Scandinavian standard) – 
CZECH – CARBUROS (Spanish standard) – UNI (Italian 
standard) – US OHMEDA DIAMOND (American standard) – 
DISS (American standard)

Sachet of 10 antibacterial plastic filters TM Ref 11813

Box of 100 antibacterial paper filters Ref 11818

Silencer Ref 20195

 0-1000 mbar / 0-760 mmHg 0-250 mbar / 0-200 mmHg

Suction flowrate
40 l/min à 800 mbar

40 l/min à 608 mmHg
40 l/min à 250 mbar

40 l/min à 200 mmHg

Maximum vacuum
800 mbar ± 50 mbar

608 mmHg ± 38 mmHg
250 mbar ± 50 mbar

200 mmHg ± 38 mmHg

Limited gas consumption
60 l/min à 800 mbar

60 l/min à 608 mmHg
55 l/min à 800 mbar

55 l/min à 200 mmHg
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Mounted with AFNOR 
TM CHOC direct probe
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Mounted with AFNOR 
TM CHOC direct probe

US Colors

US Colors

0-200 mmHg analog vacuum gauge20149

0-250 mbar analog vacuum gauge18741

(sachet of 10)
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101, rue Vaillant Couturier - 93130 NOISY-LE-SEC - FRANCE
Tél. : 33 (0)1 48 45 58 95  
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